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I /. V. Titanium Pigments Private Limitecl

(AN 1S0 9001 : 2015 1 IS0 14001 : 2015 | CHSAS 18001 : 2007 CERTIFIED COMPANY)

SPECIFICATION OF “OpaTi — TITANIUM DIOXIDE” (ANATASE)

Application Paint Application
pH of the pigment (20%slurry) 6.00-8.00
Purity as TiO2, %by mass 98.5 Min
Matter soluble in water, % by mass 0.35 Max

Residue on 45 micron IS sieve, % by mass 0.10 Max

Oil absorption, % by mass 22.0-24.0

Color in oil Better with Standard
Reducing Power Better with Standard
Dispersion Good

L 98.7 Min

a* 0.05 to -0.12

b* 1.00to 1.20

YIE 313 ) 1.90 to 2.20

WI CIE ' 92.2 Min

457 Brightness ‘ 95.5 Min

Average Particle Size 0.7 to 0.8 Micron

For V.V, Titanium Pigments Pvt Ltd
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_____ Factory : A-81, SIPCOT Industrial Complex, South Veerapandiapuram PO, Thoothukkudi - 628002. Tamil Nodu, INDIA
el Phone : +-91-461-2340491/92/93/ 94/ 95. Fox: +91-461-2340449 Email: info@wtitanium.in web : www.wtipigments.com
' PAN : AADCV7723P CIN : U24110TN2011PTC082322 GSTIN : 33AADCV7723P1ZU
Registered Office : Keeraikaranthattu, Tisaiyanvilai - 627657. Tirunelveli District. Tamil Nadu, INDIA. Ph: 4-91-4637-272361. Fax: +91-4637-272802.
Corporate Office : New No.14, Old No. 500, Pantheon Road, Egmore, Chennai - 600 008.
"ALL CORRESPONDANCE MAY PLEASE BE ADDRESSED TO FACTORY"




